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 Reverse Voltage - 50 to 1000 Volts   Forward Current - 20.0 Amperes

RGBU20005 THRU RGBU2010 

Features 

Maximum Ratings And Electrical Characteristics 
Ratings at 25°C ambient temperature unless otherwisespecified.  

Single phase half-wave 60Hz,resistive or inductive load,for capacitive load current derate by 20%.

Mechanical Data 







Ideal for printed circuit  board mounting 
The plastic material used carries Underwriters Laboratory 
flammability recognition 94V-0 
Built-in printed circuit board stand-offs
High case dielectric strength
High temperature soldering guaranteed 260℃/5 seconds at 5 
lbs (2.3kg) tension

Case : JEDEC GBU Molded plastic body
Terminals : Plated leads solderable per MIL-STD-202,Method 208
 Polarity : Polarity symbol  marking on body
Mounting Position : Any

NOTE: 1.Reverse recovery time test conditions: IF=0.5A, IR=1.0A, IRR=0.25A
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SYMBOLS UNITS
Marking Code

MDD
RGBU20005

MDD
RGBU2001

MDD
RGBU2002

MDD
RGBU2004

MDD
RGBU2006

MDD
RGBU2008

MDD
RGBU2010

Maximum repetitive peak reverse voltage VRRM 50 100 200 400 600 800 1000 V
Maximum RMS voltage VRMS 35 70 140 280 420 560 700 V
Maximum DC blocking voltage VDC 50 100 200 400 600 800 1000 V
Maximum average forward Rectified 
current @T c =100°C(with heatsink) I(AV) 20 A

Peak forward surge current
8.3ms single half sine-wave superimposed on 
rated load (JEDEC Method)

IFSM 240 A

Rating for Fusing(t<8.3ms) I2t A2s
Maximum instantaneous forward voltage drop
 per leg at 10A

VF V

Maximum DC reverse current TA=25°C
at rated DC blocking voltage TA=125°C IR

μ

1.3 

10 A
mA

Operating junction temperature range T

0.5

J -55 to +150 ° C
storage temperature range TSTG -55 to +150 ° C

Parameter

239

GBU

Maximum reverse recovery time (Note 1) 150 nsTrr 250 500
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Ratings And Characteristic Curves 
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The cruve graph is for reference only

 Reverse Voltage - 50 to 1000 Volts   Forward Current - 20.0 Amperes

RGBU20005 THRU RGBU2010 

Fig. 1 Derating Curve for Output
         Rectified Current

Av
er

ag
e

Fo
rw

ar
d

O
ut

pu
t 

Cu
rr e

nt
,A

m
pe

re
s

0

10.0

50 100 1500

20.0

60Hz Resistive of
Inductive Load

Case Temperature, C
o

Fig. 2 Maximum Non-repetitive Peak
         Forward Surge Current

Fig. 3 Typical Instantaneous 
          Forward Characteristics

In
sta

nt
an

eo
us

 F
or

wa
rd

 
Cu

rre
nt

, A
m

pe
re

s

Instantaneous Forward Voltage, Volts

.01

0.1

1.0

10

100

0.6 0.7 0.8 0.9 1.0 1.1

Tj=25 C
Pulse Width=300us
2% duty cycle

1.2 1.3

4.0

40
20

Fig. 4 Typical Reverse Characteristics

Fig. 5 Typical Junction Capacitance
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